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INSTRUCTIONS FOR SERVICING THE SUNBEAM COLOR CONTROL TOASTERS 
MODELS T45, T50, T55, T55A & T100S 


GENERAL 


The Sunbeam Color Control Toasters are designed with their elements in series parallel and to be used on 120V 
Alternating Current only. The Sunbeam Toasters, Model T45, T50 and T100S, are 1100 watt electrical appliances, 
The Four Slice Sunbeam Toasters, Model T55 and T55A, are 1650 watt appliances. 


The Toaster is sensitive to differences in freshness or moisture content of the bread, or to variations in line volt- 
ages and will compensate for these differences to produce properly toasted slices of bread every time. This is 
possible because the heat radiated from the toasting bread governs the toasting cycle. When toasting only one slice 
of bread, the bread must be placed into the ''One Slice" slot. To obtain uniform results when toasting multiple 
slices of bread, the bread should be of uniform freshness. Attached to the end of this bulletin is a complete and 
descriptive parts list. These parts are shown in their respective positions on the detailed illustration at the back 
of the parts list. 


HOW THE TOASTER OPERATES 


Place two or four slices of bread in theToaster. Depress the elevator knob until the elevator locks in the down 
position. The elevator assembly will engage the switch and the elements will heat, 


When the bread is toasted, the heat radiated from the bread in the slot marked "One Slice" will cause the thermo- 
stat blade to close the contacts on the color control assembly. This action will cause the solenoid to become ener- 


gized, pulling the plunger away from the latch lever, The elevator, being released, will raise and open the switch 
contacts to shut off the heat. 


A. DISASSEMBLY 


Place Toaster, with bottom side up, into a felt lined assembly block or on a soft cloth to protect the shell from 
being scratched. Pull off the Elevator Knob (11) and Color Control Knob (44). Remove Screws (28), Pull End 
Panel (18 & 29) out and up. Pull Terminals of Cord Assembly (16) out of Switch Housing Assembly (31). Lift 
Toaster mechanism out of Shell (1). 


Set mechanism upright with control end facing forward. Remove Extension Spring (7), Screws (9) and Top Plate 
(10). Slide Elevator Shaft (47) up and remove Retaining Ring (42), Cam (43), Color Control Lever (45) and 
Spring Washer (46). Disconnect Lead Wires (48) and remove elevator assembly from mechanism. Unscrew 
Piston (13) and remove Cushion Shaft Spring (6) and Cushion Shaft (5). Pull out Hinge Pin (8) and remove the 
Latch and Manual Release Lever (12). 


Remove Crumb Tray (21). Disconnect Coil Assembly (39) Lead and Wire Lead (15) from the Thermostat and 
Color Control Assembly (25). Remove Screw or Rivet (26) and slide thermostat and color control assembly 
out of mechanism, Disconnect Elements (49 & 52) from Coil Assembly (39) and Switch Housing Assembly (31). 
Bend twist locks of Element Frames (50 & 51) perpendicular to base and remove frames. Straighten clips on 
frames and remove Elements (49 & 52), Straighten twist lock of Solenoid Frame (28) and remove Solenoid 


Assembly. Remove Plunger (41), Solenoid Spring (40) and Coil Assembly (39). Drill out Rivets (32) and re- 
move Switch Housing Assembly (31). 


Remove Screws (20), Strain Relief Clamp (19) and pull Cord Assembly (16) out of Rear End Panel (18). Re- 
move Insulating Tubing (17). 
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B. REASSEMBLY 


Set Switch Housing Assembly (31) on Base (35) and secure with Rivets (32) or substitute a 7/32" sheet metal 
screw 1/2" long. NOTE: When using screws, ream holes in switch with 5/32" drill bit. Place Elements 
(49 & 52) onto Frames (50 & 51) and bend locking tabs toward the element center. Set the Frame and Element 
Assembly into Base (35) and bend locking tabs into Base. Place Spring (40) onto Plunger (41) and insert into 
square end of Coil Assembly (39). Place Coil/Plunger Assembly into Solenoid Frame (38), set frame onto 
Base and turn frame twist lock to secure the assembly. Be sure that the plunger meets the stop tab of the 
Base. 


Feed Wire Lead(15) through base and between center elements to protrude below the base approximately 3/4". 
Feed short lead of Coil Assembly (39) under base wire clip, around cushion chamber and through base. Set 
Thermostat and Color Control Assembly (25) into position and use Screw(26) to secure to the base. Make sure 
the positioning tab of the Thermostat Assembly falls into the slot provided in the Base. Tighten Screw (26). 
Silver solder coil assembly lead to the center blade on the thermostat assembly. Silver solder Wire Lead (15) 
to the stationary spring of the Thermostat Assembly. 


Set mechanism upright, rear end facing forward. Silver solder the elements to their matching terminals on 
the Switch Assembly (31). Solder the coil lead to the switch terminal on the right and Lead Wire (15) to the 
Switch Terminal at the left. 


Set Arm and Lever Latch Assembly into position on Elevator (4) and insert Hinge Pin (8). Put Cushion Shaft 
(5) through guide hole on Elevator (4), add Spring (6) and screw on Piston (13). Insert elevator assembly into 
mechanism with control toward the front. Set Wire Leads (48) into position and silver solder the leads to the 
Elements (49 & 52), connecting alternate elements together. (See wiring diagram). Insert Elevator Shaft (47) 
through guide holes in elevator. Place Spring Washer (46), Control Lever (45), Cam (43) and Retaining Ring (42) 
on shaft, making certain the full-flat side of the cam is to the right. Push shaft into the positioning hole in the 
base. With the spring hole to the left, place Top Plate (10) onto the Inner Elements (49) with the Shaft (47) 
meeting the guide hole. Set in and tighten Screws (9). Put Extension Spring(7) into Top Plate (10) and connect 
it to Arm and Lever Latch Assembly (12), Make sure the Piston (13) enters the cushion chamber and that the 
elevator assembly works freely. 


Push Insulators (17) onto Cord Assembly (16) and slide through cord slot of Rear End Panel (18). Place Strain 
Relief Clamp (19) on cord, set in and tighten Screws (20). 


Place shell into assembly block with Side Escutcheon(2) facing away. With the Elevator Controls on the right, 
turn mechanism bottom side up and place into position in shell. Place the Arm and Lever Latch Assembly 
(12) into the locked position. Set the Front End Panel (29) into position, push down and in, guiding the control 
levers into the proper slots. Insert and tighten Screws (28). Connect Cord Assembly (16) to Switch Housing 
Assembly (31) by pushing on the Push-On Terminals (17A), Set Rear End Panel into position the same as the 
front panel. Put the Crumb Tray (21) into the clips on the Base (35). Push on Elevator Knob (11) and Color 
Control Knob (44). 


C, REPLACEMENT OF PARTS 


Cord Assembly 


Turn Toaster bottom side up, taking care notto scratch the shell. Remove the two Base Screws (28) nearest 
the Rear End Panel (18), Pull rear end panel out and up, separating it from the shell. Disconnect the Cord 
Assembly (16) from the Switch Housing Assembly (31) by pulling off the push-on terminals. Remove Screws 
(20) and Strain Relief Clamp (19). Pull cord through the rear end panel and remove Insulating Tubing (17). 
Replace cord and reassemble. 


Rear End Panel 
Follow the procedure as outlined above. 


Front End Panel 


Pull off Elevator Knob (11) and Color Control Knob (44). Remove the two Base Screws (28) nearest the Front 
End Panel (29), Pull the panel out and up. Replace the panel and reassemble. NOTE: When repairing a Model 
T55 Toaster, place the elevator in the down and locked position before replacing the panel, This will insure 
that the Torsion Yoke (37) remains in position during reassembly. 


Shell 


Remove all Base Screws (28). Remove End Panels (18 & 19) as outlined in 2 & 3 above. It is not necessary, 
however, to disconnect the Cord Assembly (16) from the Switch Housing (31). Remove mechanism from the 
Shell (1). Replace shell and reassemble. 


5. 


Element and/or Element Frame 


Disconnect all connections associated with the defective Element (49 or 52). If the Inner Element (49) is to be 
replaced, remove Screws(9) and Top Plate (10). Bend the retaining clips of the Frame (50 or 51) perpendicular 
to the Base (35) and remove the Frame Element Assembly. Straighten the frame side retaining clips and re- 
move the element. Replace the element and reassemble. Use a small torch and silver solder to make elec- 
trical connections on element lugs. 

Thermostat & Color Control Assembly 

Disconnect the Lead Wire (27) and lead wire of Coil Assembly (39) from Thermostat and Color Control Assem- 
bly (25). Remove Screw or Rivet (26) and take out thermostat assembly. Replace and reassemble. 

Solenoid Coil and/or Plunger 

Disconnect both terminals of Coil Assembly (39) leads. Bend twist lock of Solenoid Frame (38) and remove 
assembly. Replace coil and/or Plunger (41) and reassemble. 

Switch Housing Assembly 

Unsolder the connections between the Switch Housing (31) and the Elements (49 & 52). Drill out Rivets (32). 
Replace switch housing assembly and reassemble. 


Elevator Assembly 


Disconnect Spring (7). Remove Screws (9) and Top Plate (10). Disconnect Wire Leads (48) from Outer Ele- 
ments (52). Slide Elevator (4) up and out. Remove Piston (13), Spring (6) and Cushion Shaft (5), Remove the 
Hinge Pin (8) and Arm and Lever Latch Assembly (12). Replace Elevator (4) and reassemble. 


D. ADJUSTMENTS 


In most cases, adjustments can be made by removing only the Front End Panel (29) and opening the Crumb Tray 
(21). (See Item 3,under Replacement of Parts for removal of the Panel). Complete access to the elevator assem - 
bly is given with this panel removed. If a heat adjustment (for lighter or darker toast) is required, open the crumb 
tray and use an offset screwdriver and an open end wrench to turn the Adjustment Screw (22), 


1. 


Cold Setting 


Position upper end of the Color Control Assembly (25) between the edges 
DIAGRAM ONE. of the bread guide. This can be done by bending the Base (36) in the area 
of the color control assembly. Do not bend the bi-metal. Adjust the 
spring leaf on the Elevator (4) to make contact with the bi-metal when 
the elevator is inthe up position. Bend the spring leaf near the elevator. 
Place elevator in the down and locked position. Set color control at 
"Medium". Adjust Screw (22) to leave a gap of 1/32" to 3/64" between 
the contact and the palladium wire. 


—t+— Bread Guide 


2. Toast is Too Light or Too Dark at Medium" Setting 
—~— Color Control 


Assembly Set Toaster at Medium" and test with two slices of bread from the same 
loaf. If toast is too light, increase distance between contact and wire 
point on the Thermostat and Color Control Assembly (25) by turning the 
Screw (22) counter-clockwise. Reverse the procedure if the toast is too 
dark. Make certain the customer uses the slot marked "One Slice" if 
toasting single slices of bread. 


3. Toast Does Not Come Up 


Check the elevator assembly to see that it is not rubbing or binding, Ex- 
amine Spring(7) and see that it is not broken or has not lost its tension. 
Check the Coil Assembly (39) and see that the Solenoid Plunger (44) is 
retracting when coil is energized. 


Thermostat Does Not Shut Off Current 


a.. Contacts may be damaged or burned off. Replace Thermostat and Color Control Assembly. 
b. Contacts on Switch Housing Assembly may be sticking, Clean points and replace assembly if necessary. 
c. Check Solenoid Coil for operation when energized. 


d, Check large contact point on Thermostat and Color Control Assembly for impurities which may prevent 
electrical contact when the palladium wire touches the contact. 


6. 


Me 


8. 


airs 


Toaster Does Not Heat when Elevator is Down and Locked 


d. 


e. 


Check Cord (16) to see if it is broken. 
Check push-on terminals of cord and see that good contact is made to the switch terminals. 


Check the Switch Actuator (14) and see that it is closing the switch contact points. Bend switch springs 
upward if poor contact is noted. 


Make certain the switch contact points are meeting properly and are not damaged. 


Examine wire leads and welded connections along with all elements and see that no open circuit exists. 


Bread Will Not Stay Down 


a. 


b. 


See that the Latch and Manual Release Lever (12) is not bent or broken, 


Examine points on Thermostat andColor Control Assembly and see that they are not fused together or not 
too close. 


Plunger (41) may have a burr which will make it difficult for Latch (12) to engage. Replace Plunger (41) 
if sticking is noted. 


Color Control Works in Reverse - Darker Toast to the Left and Lighter Toast to the Right 


This indicates the Cam(43)has been inserted wrong. The side of the cam with the flat the entire length should 
be on the right, facing the control. 


Elevator Comes Up too Fast 


This will be caused by the Cushion Shaft (5) and the Piston (13) not riding in the cushion chamber. 
Check for loose cushion chamber permitting air to enter around rivet. 

Check for undersized piston, 

Check to see if piston is off the piston shaft. 
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SUNBEAM APPLIANCE PARTS AND ACCESSORY LIST 


REPAIR PARTS LIST INDEX 


TOASTERS August 21, 1972 
SERVICE NUMBER CATALOG NUMBER PARTS LIST NUMBER PAGE NUMBER 

T10 T10 4520 21-1 

T1LOA T1OA 4520 21-1 

T10B T1OB 4520 21-1 

T1OB1 T1OB1 4520 21-1 

T20 T20 4533 20-15 
T20A T20A 4533 20-15 
T20B T20B 4533 20-15 
T20C T20C 4533 20-15 
T35 T35 4533 20-15 
T35-1 T35-1 4533 20-15 
T45 T45 4534 21-21 
T45B T45B 4534 21-21 
T50 T50 4534 21-21 
T50B T50B 4534 21-21 
T55 T55 4534 21-21 
T55A T55A 4534 21-21 
T65 T65 4534 21-21 
T70 T70 4534 21-21 
T/5 T75 4534 21-21 
T1OOS T1OOS 4534 21-21 
T100S-1 T1O00S-1 4534 21-21 
T200H T200H 4534 21-21 
T200H-1 T200H-1 4534 21-21 
AT-A AT-80 4534 21-21 
AT-B AT85 4529 21-9 

AT-C AT90 4529 21-9 

AT-E AT85 4529 21-9 

AT-F AT90 4529 21-9 

AT-K AT85 4529 21-9 

AT-L AT90 4529 21-9 

AT-P AT70 4534 21-21 
AT-Q AT1-HS 4531 21-17 
AT-W AT35A 4533 20-15 
VAT-H VT60 4530 21-13 
VT40 VT40 4533 20-15 


VT40-1 VT40-1 4533 20-15 
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SUNBEAM APPLIANCE PARTS AND ACCESSORY LIST 


Date of Manufacture 21-5 
T45 October, 1963 January 1, 1968 
T45B June, 1964 

T50 October, 1963 

T50B October, 1964 

T55 October, 1963 

T55A November, 1963 

T55B October, 1964 

T65 July, 1965 

T70 July, 1965 

T75 July, 1965 

T1008 January, 1964 

T100S-1 October, 1964 

T200H January, 1965 

T200H-1 March, 1965 

AT-A February, 1967 (Cat. # AT-80) 


SUNBEAM COLOR CONTROL TOASTERS 
MODELS T45, T45B, T50, T50B, T55, T55A, T55B, T65, 
T70, T75, T100S, T100S-1, T200H, T200H-1, AT-A 


IMPORTANT NOTICE: Order parts by STOCK NUMBER in third column below. 
That will help us supply the correct part and give you quick accurate service. 


REPLACES Parts List #4522, dated January 15, 1964, 
and Parts List #4524, dated March 1, 1965, 


Key Recommended 
No, Description Stock No. Models Used On Retail Price 
1 Shell (2 slice) - 9" 21-81664 T45, T45B, T65, T1008, $ 
T100S-1, T200H, T200H-1 4.60 
Shell (2 slice) - 10" 21-81654 T50, T50B 5.05 
21-84414 T70 5.05 
Shell (4 slice) 21-81576 T55, TESA, TSB 6.70 
21-81576-1 T75 6.70 
Shell (2 slice) - Glass Panel 21-86221 AT-A 4.75 
2 Side Escutcheon 21-81682 T50, T50B, T55, T55A, T55B 
2A Temperature Dial 21-86224 AT-A - 50 
2B Glass Panel (2 used) 21-86213 AT-A 4.40 ea. 
20 Glass Panel Clip (8 used) 21-87378 AT-A .05 ea, 
3 Spring - Booster 21-81598 T55, T55A, T55B, TV) mk) 
4 Elevator (As Required) 21-81615 All Models except AT-A .35 ea, 
21-83439 AT-A .35 ea, 
4A Spring Leaf, Elevator 21-81701 All Models 04 
4B Rivet, Spring Leaf 21-2224C All Models 03 
5 Cushion Shatt #8  »4.s#l-sloos Lao, Dou, Loo, LopA, Tl0US 0G 
21-84163-1 T45B, T50B, T65, T70, T100S-1, 
T200H, T200H-1, AT-A .08 
21-84163-2 T55B, T75 .08 
6 Cushion Shaft Spring 21-82724 T45, T50, T55, T55A, T1008 .06 
7 Extension Spring 21-81689 T45, T50, T100S wkd 
21-81599 All Models except T45, T50, T100S . 20 
8 Hinge Pin 21-81617 All Models 02 
9 Screw (As Required) 21-81691 All Models 02 ea. 
10 Top Plate (As Required) 21-81613 All Models .06 ea. 
11 Knob - Elevator 21-81649-1 T45, T45B 35 
21-81649-2 All Modelsexcept T45, T45B, AT-A_ .35 
21-81649-3 AT-A 35 
2 Arm & Lever Latch Assembly ~~ 21-01004-1 145, T45B, T55, T55A, T55B, TIOUS, ——S—S— 
T100S-1, T200H, T200H-1 .30 
21-81694-2 T50, T50B 30 
21-81694-3 6b, “Tit .30 
21-81694-4 T70 .30 
21-81694-5 AT-A 20 
13 Piston 21-81678 All Models 09 


All prices subject to change without notice. 
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SUNBEAM APPLIANCE PARTS AND ACCESSORY LIST 


21-6 

Key Recommended 

No. Description Stock No. Models Used On Retail Price 

14 Actuator, Switch 21-81618 All Models $ .09 

15 Lead Wire (2 used) 21-81583 T55, T55A, T55B, T75 .20 ea. 

16 Cord Asm, (Inc. Key #17 & 17A) 21-81651-1 T45, T45B, T65, T70, T1008, 

T100S-1, T200H, T200H-1 1.45 

21-81651-2 T50, T50B 1.45 
21-81591 T55, “CSSA, T55B; T75 1.45 
21-81651-3 AT-A .95 

ily Insulating Tubing (2 used) 21-81663 All Models except T55, T55A, AT-A .07 ea. 
21-81663-1 T55, T55A .07 ea, 
21-81663-2 AT-A .07 ea, 

17A Push-On Terminal (2 used 21-81662 All Models .05 ea, 

18 End Panel, Rear 21-81666-1 T55, T55A, T55B,. T1008, 

T100S-1, T200H-1 1,10 

21-81666-2 T50, T50B 1.10 
21-81666-3 T45, T45B 1.10 
21-84567 T200H ‘ 
21-85055 T65 1.30 
21-85055-1 T70, T75 1.60 

18A Escutcheon, Rear Panel(not shown) 21-81680 T50, T55A, T55B . 85 
21-85057 T70; C75 .90 

19 Strain Relief Clamp 21-81652 All Models 04 

20 Screw (2 used) 21-21102 All Models .04 ea. 

21 Crumb Tray Asm. (Inc. Key #21A & 21B) 

As Required 21-81684-4 All Models .35 ea. 
214A Crumb Tray Clip (As Required) 21-1372 All Models .05 ea, 
21B Rivet (As Required) 21-1547 All Models .02 ea. 
22 Adjustment Screw 21-81671 All Models 02 
23 Tension Nut 21-81672 All Models .02 
24 Insulator 21-81668 All Models .04 
25 Thermostat & Color Control Asm. 

(Inc. Key #22, 23 & 24) 21-81711 All Models 2.30 

26 Screw 21-18777 All Models .04 

27 Lead, Thermostat 21-81685 All Models except AT-A .06 

21-81645-2 AT-A 06 
28 Screw (As Required 21-81700 All Models except AT-A 02 ea. 

29 End Panel, Front 21-81665-1 T55, T100S 1,25 

21-81665-2 T50, T50B 1,25 

21-81665-4 T55A, T55B, T100S-1 1,25 

21-81665-5 T45, T45B 1,25 

21-85054 T65 1.30 

21-85054-1 TO, OTS. 1.60 

21-84568 T200H, T200H-1 1,25 

29A Escutcheon, Front Panel (not shown) 21-81667 T50, T50B, T55A, T55B, T200H-1 90 

21-85056 T70, TTS 1.10 

Escutcheon, Front Half (not shown) 21-85058 T65 . 60 

29B Escutcheon, Front Top (not shown) 21-81677 T45, T45B, T50, T50B, T55A, T55B-.20 
30 Baffle, Heat (2 used) 21-81658 All Models except AT-A .1l ea. 

31 Switch Housing Assembly 21-81633 All Models 1.25 
32 Rivet (2 used) 21-1787C All Models .05 ea. 
33 Spacer, Shell Strap (2 used) 21-81595 T55, TS5A, T56B, T75 .05 ea. 
34 Screw (2 used) 21-1290 T55, TS55A, T55B, T75 .05 ea, 
35 Base (As Required) 21-81653 All Models .45 ea, 

35A Cushion Chamber 21-83438 All Models except T45, T50, T55, 

T55A, T100S 45 

21-20768 T45, T50, T55, T55A, T100S 35 

35B Washer, Cushion Chamber 21-4699C All Models .02 

35C Screw, Cushion Chamber (not shown) 21-21395 All Models except AT-A .06 

35D Nut, Cushion Chamber (not shown) 21-1453 All Models except AT-A .10 
“36 Bracket Yoke (2 used) 21-81582 T55, T55A, T55B, T75 .04 ea. 
36A Rivet, Bracket Yoke (2 used) (not shown) 21-2779C T55, T55A, T55B, T75 .02 ea. 

37 Yoke, Torsion 21-81581 T55, T55A, T55B, T75 mela 

38 Frame, Solenoid 21-81619 All Models .08 

39 Coil Assembly 21-81646 All Models 1,55 


All prices subject to change without notice. 
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21-7 
Key Recommended 
No, Description Stock No. Models Used On Retail Price 
40 Spring, Solenoid 21-81690 All Models $ .05 
41 Plunger, Solenoid 21-81621 All Models .09 
42 Retaining Ring 21-82777 All Models 04 
43 Cam 21-81679 All Models 13 
44 Color Control Knob 21-81648-1 T45, T45B .10 
21-81648-2 T50, TS50B, T55, T55A, T55B, 
T100S, T100S-1, T200H, T200H-1 .10 
21-81648-3 AT-A . 30 
21-85062 T65, T70, T75 pt) 
45 Cam Arm 21-81657-1 T45, T55, T55A, T100S, T100S-1, 
T200H .05 
21-81657-2 T45B, T50, T50B 05 
21-81657-3 T55B, T200H-1 05 
21-81657-4 AT-A . 20 
21-85061 T66,. T75 .05 
21-85061-1 T70 .05 
46 Spring Washer 21-81639 T45, T50, T55, T55A, T55B, 
T1008, T75 .05 
47 Shaft, Elevator 21-81638 All Models except AT-A 40 
21-81638-1 AT-A .45 
48 Jumper Wire (As Required) 21-81647 All Models .08 ea, 
49 Lower Trim (2 used) 21-86226 AT-A 2,55 ea. 
50 Rivet (2 used) 21-1541 AT-A .02 ea. 
51 Rivet (2 used) 21-86530 AT-A .02 ea, 
52 Plastic Base 21-86217 AT-A .45 
53 Base Screw (4 used) 21-4246 AT-A .05 ea, 
54 Spring, Frame (2 used) 21-86225 AT-A .05 ea, 
55 Rivet (2 used) 21-1547 AT-A .02 ea. 
56A Inner Element (Toward Center) 21-81704-1 All Modelsexcept T55, T55A, T55B, 
T75, AT-A .95 
21-81704-3 AT-A 1.40 
56B Inner Element (Toward Center) 21-81636-1 All Modelsexcept T55, T55A, T55B 
T75, AT-A .95 
21-81636-3 AT-A 1.10 
56C Inner Element (Toward Center) 21-81603-1 T55, TS5A, T65B, T75 95 
56D Inner Element (Toward Center) 21-81579-1 T5655; TS5A, TS65B, T75 95 
56E Inner Element (Toward Center) 21-81603-1 T55, T55A, T55B, T75 95 
56F Inner Element (Toward Center) 21-81579-1 T65, TS65A,. T55B, T75 95 
57A Inner Frame (Toward Center) 21-81696 All Models except T55, T55A, 
T56B, T75 «35 
57B Inner Frame (Toward Center) 21-81696 All Models except T55, T55A, 
T55B, T75 Pei) 
57C Inner Frame (Toward Center) 21-81696 T55, T55A, T55B, T75 235 
57D ‘Inner Frame (Toward Center) 21-81696 T55, T55A, T55B, T75 35 
57E___Inner Frame (Toward Center) 21-81696 T55, T55A, T55B, T75 35 
57F Inner Frame (Toward Center) 21-81696 T55, TOSA, T55B, T75 = 
58A Outer Frame (Toward Shell) 21-81695 All Modelsexc, T55, T55A, T55B, 
T75, AT-A . 30 
21-81695-1 AT-A 30 
58B Outer Frame (Toward Shell) 21-81695 All Models except T55, T55A, T55B 
T75, AT-A . 30 
21-81695-1 AT-A .30 
58C Outer Frame (Toward Shell) 21-81695 T55, TS8A, TS5B, TS 30 
58D Outer Frame (Toward Shell) 21-81695 T55, T55A, T55B, T75 . 30 
58E Outer Frame (Toward Shell) 21-81695 T55, TSSA, T55B, T:75 30 
58F Outer Frame (Toward Shell) 21-81695 T55, TS5A, T55B, T75 30 
59A Outer Element (Toward Shell) 21-81636-2 All Models except T55, T55A, T55B, 
T75, AT-A .95 
21-81636-4 AT-A yt et 
59B Outer Element (Toward Shell) 21-81704-2 All Models except T55, T55A, T55B, 
T75, AT-A +95 
21-81704-4 AT-A 1.50 
59C Outer Element (Toward Shell) 21-81579-2 T55,, D55A, T55B, T75 .95 
50D Outer Element (Toward Shell) 21-81603-2 Too, TooA, Toob, Ivo. .95 
59E Outer Element (Toward Shell) 21-81579-2 T55, TosA, TosB, 175 95 
59F Outer Element (Toward Shell) 21-8 1603-2 55, T55A, T55B, T75 


All prices subject to change without notice. 
SUNBEAM APPLIANCE SERVICE COMPANY 


‘Sa 5430 W. ROOSEVELT ROAD 
ek CHICAGO, ILLINOIS 60650 4527 


SUNBEAM APPLIANCE PARTS AND ACCESSORY LIST 
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PARTS DIAGRAM 
SUNBEAM COLOR CONTROL TOASTERS 
MODELS T45, T45B, T50, T50B, T55, T55A, T55B, T65, 
T70, T75, T100S, T100S-1, T200H, T200H-1, AT-A 
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3 —-. 8 CAUTION: Numbers shown are 

a pa Diagram Numbers only. Order 

a— ie Ma Parts by STOCK NUMBER shown 
: ae on Parts List. 
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